19971205.ba v01_n815.bam.971205 v01_n816.bam.971205

>From ???@??? Sat Dec 06 10:50:52 1997
Message-Id: <199712051929.NAA26235@sco.theporch.com>
Date: Fri,  5 Dec 1997 13:29:24 CST
Subject: BOATANCHORS digest 1815

			    BOATANCHORS Digest 1815

Topics covered in this issue include:

  1) Info on CU361 Ant. Tuner
	by lrm-brm@juno.com
  2) Re:  Paint Curing
	by "Don L. Davis" <dxguy@earthlink.net>
  3) Re: Tubed military AC probe
	by Tom Taylor <ttaylor@Adobe.COM>
  4) Essential Tool!
	by Kevin Gallagher <wire2liv@gomontana.com>
  5) RE: Tube testers...
	by "JOSE V.GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es>
  6) Re: Counterfeiting a black R-390A
	by JD <k1zat@dsport.com>
  7) Re: Counterfeiting a black R-390A
	by Rich  Force <bhabooks@together.net>
  8) Help Needed: RME Clipper
	by ARONGV@aol.com
  9) Re: transformer question
	by w7ni@teleport.com (Stan Griffiths)
 10) RE: Counterfeit R390A Paint
	by "Herbert M. Rosenthal" <herbrose@lobo.net>
 11) manuals, parts, gear, resources
	by Nick England <nick@cs.unc.edu>
 12) FS: Handbooks, BC-654, PRC-6
	by don merz <71333.144@compuserve.com>
 13) Re: Tube Testers-Use for Dud Tubes
	by "A. B. Bonds" <ab@vuse.vanderbilt.edu>
 14) Need Help
	by David Meitzen <dmeitzen@champion.aclic.com>
 15) Bias Mod for CE100V?
	by Frank Scutch-EFS003 <Frank_Scutch-EFS003@email.mot.com>
 16) HP 410B Update
	by Frank Scutch-EFS003 <Frank_Scutch-EFS003@email.mot.com>
 17) Ebay Offering Alert
	by jkh@lexis-nexis.com (John Heck)
 18) Tubetesters
	by w7ni@teleport.com (Stan Griffiths)
 19) ADMINISTRIVIA: Using The Archives
	by listown@jackatak.theporch.com (Mail List Owner)
 20) Testing 01As in a Hickock
	by "Roberta J. Barmore" <rbarmore@indy.net>
 21) Cleaning Info...
	by Ken Gordon <keng@uidaho.edu>
 22) Hickok Settings 01A
	by Bob Moretz <kiec@bluenet.net>
 23) R-388 For Sale
	by "Andy Howard, WA4KCY" <sweetbay@compuserve.com>
 24) Greensboro NC hamfest BA gathering
	by Nick England <nick@cs.unc.edu>
 25) New Fair Radio Catalogue
	by Norm Flasch <flasch@cushy.ece.nwu.edu>
 26) Free to a good home:  "B" batteries
	by Jim Lockwood <jmlckwd@mindspring.com>
 27) Re: Hickok Settings 01A
	by bill@skeeter.bvc.frco.com (William Hawkins)
 28) Re 38233
	by philip mccoy <dgnova@erols.com>
 29) Re: Tube Testers-Use for Dud Tubes
	by "Tom R. Rice" <tomrice@netcom.com>
 30) Xmas sale, must make room !
	by BEN NOCK <G4BXD@compuserve.com>
 31) New Fair
	by Bill Strangfeld <bstrang@iac.net>

----------------------------------------------------------------------

Date: Thu, 04 Dec 1997 22:35:46 EST
From: lrm-brm@juno.com
To: boatanchors@theporch.com
Subject: Info on CU361 Ant. Tuner
Message-ID: <19971204.213250.4439.1.lrm-brm@juno.com>

Hello and thanks for reading this.. a friend of mine has recently
acquired one of these old shipboard antenna tuners and wants to see how
it works.. does anyone have a manual or schematic or any info on how this
super tuner can be adapted to work on the amateur bands? Larry.

------------------------------

Date: Thu, 04 Dec 1997 22:28:14 -0800
From: "Don L. Davis" <dxguy@earthlink.net>
To: boatanchors@theporch.com
Subject: Re:  Paint Curing
Message-ID: <34879EF2.10BB@earthlink.net>

I've had poor luck curing paint in ovens.  Too hot, the air doesn't
circulate properly, and moisture build-up.  Best method I've found is to
try and duplicate what the old "Auto-bakes" did 30 or 40 years ago with
their non-drying enamels.  Use a couple of heat lamps (the kind they use
at Jack-in-the-box to keep their burritos warm on the counter)  placed a
couple feet away from the surface in a closed room, like a large
closet.  Put the work vertical to prevent dust from gathering, and make
sure the teperature doesn't get above ~140 deg F.  The paint supplier
can give the  exact temp to bake (and the length of time).  I've
generally baked for about 8 to 12 hours at about 140 deg.  Seems to work
better than the oven (plus you won't have to endure emarassing stories
at your wife's relatives about how you "...used the oven to paint a
radio..." Hi).

73s  -don davis  DXGUY@earthlink.net


------------------------------

Date: Thu, 4 Dec 1997 21:51:01 -0800
From: Tom Taylor <ttaylor@Adobe.COM>
To: boatanchors@theporch.com
Subject: Re: Tubed military AC probe
Message-ID: <v03007801b0ad45753e8e@[144.7.22.47]>

I have one of those probes I bought NIB from Halted Electronics in Santa
Clara, CA a few years ago.  The probe is an RF probe.

The probe came with a photocopy of a hand drawn schematic.  Hooking up the
probe is quite simple.  The probe needs 3vdc.  I used two D cells in
series.  The probe has four wires connected like this:

Black: negative pole of 3vdc battery
White: positive pole of 3vdc battery
Red: positive input to voltmeter (I used a banana plug)
Shield: negative input to voltmeter (I used a banana plug)

It works for me!

Tom, N7TM

Tom Taylor
ttaylor@adobe.com



------------------------------

Date: Thu, 04 Dec 1997 23:59:38 -0700
From: Kevin Gallagher <wire2liv@gomontana.com>
To: boatanchors@sco.theporch.com
Subject: Essential Tool!
Message-ID: <3487A65A.2AB1@gomontana.com>

Gentlemen, I know that there have to be some of you on this list that
are older than me,(46), but none of you mentioned my most essential
tool. I just left the shop after working on a receiver for 4 hours and
can honestly tell you that I could have done very little work without a
good adjustable bench light! It's amazing how many dark nooks and
crannies that a radio can have! There are also times that a good
magnifying bench light comes in handy.I prefer a light that will take a
good halogen spot bulb, that way this time of year I get a little
additional heat as well as a bright white light. Anyway, may all of you
have eyes better than mine! Kevin

------------------------------

Date: Fri, 05 Dec 1997 11:22:50 +0100
From: "JOSE V.GAVILA (EB5AGV/EC5AAU)" <eb5agv@ctv.es>
To: "Boatanchors List" <boatanchors@sco.theporch.com>
Subject: RE: Tube testers...
Message-ID: <3.0.1.32.19971205112250.006e6544@192.168.0.1>

Hi gang,

Only a fast comment about tube testers...

...
>        The "Quality" checks of tube testers fall into two basic categories:
>"Emission"  and "Mutual Conductance" tests.  Many of the older checkers,
>most of the Heathkits, EICO, Jackson, Simpson and ___Triplett___ instruments
>fall into the category of "emission" checkers..  The Hickok checker and
>their clones like the military TV-7 and TV-2 are nearly all "Mutual
Conductance"
>checkers.
...

I have a Triplett 3444 TRANSCONDUCTANCE 8-) tester and it is, IMHO, far
superior to the TV-7 regarding gm measurements, as it gives you an accurate
reading of the actual gm (in a BIG meter, with various scales) and also in
the tables you find an AVERAGE and MINIMUM value, instead of only the
MINIMUM value found in TV-7s, so you know quantitatively the tube
condition. By the way, it is _similar_ to the 752 in size an appearance. I
have also a TV-7 around, which is smaller, and I use it also, but for
precission, I rely on the Triplett.

Just my opinion!.

Best regards.

JOSE
----------------------------------------------
  73 EB5AGV / EC5AAU
     JOSE V. GAVILA
     Ausias March 46, 15
     46910 Benetusser - VALENCIA
     SPAIN

  http://www.geocities.com/SiliconValley/6992/
  e-mail: eb5agv@ctv.es & eb5agv@amsat.org

------------------------------

Date: Fri, 5 Dec 1997 06:39:13 -0500 (EST)
From: JD <k1zat@dsport.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Counterfeiting a black R-390A
Message-ID: <Pine.GSO.3.95.971205063629.4168A-100000@puff>


> I never saw any R390 or R390A any color than the flat grey
> color that varied a little

In my 26-year military career I visited or was station at just
about every Air Force Security Security/Electronic Security
Command site around the world and saw the same thing, very
little variance.

    jd


------------------------------

Date: Fri, 05 Dec 1997 11:49:51 +0000
From: Rich  Force <bhabooks@together.net>
To: boatanchors@theporch.com
Subject: Re: Counterfeiting a black R-390A
Message-ID: <3.0.3.32.19971205114951.0070e1f8@pop.together.net>

At 06:39 12/5/97 -0500, you wrote:
>
>> I never saw any R390 or R390A any color than the flat grey
>> color that varied a little
>
>In my 26-year military career I visited or was station at just
>about every Air Force Security Security/Electronic Security
>Command site around the world and saw the same thing, very
>little variance.
>
>    jd
>
Ditto my time with the Naval Security Group.  Banks of Gray no other color.


Rich, WB1ASL




------------------------------

Date: Fri, 5 Dec 1997 08:17:04 -0500 (EST)
From: ARONGV@aol.com
To: Boatanchors@theporch.com
Cc: baswaplist@foothill.net
Subject: Help Needed: RME Clipper
Message-ID: <971205081702_916644749@mrin38.mx>

Hi Gang:

I have an RME Clipper. It's in a box about the size of the RME DB-23, nice
looking gray box.

It has three knobs: large one with clipping level steps of 0, 2, 12, 18 and
24, an in-out knob and an on/off knob. All it says on the front is RME
Clipper. Has a mike connector on front and back. Those just may not be
original.

Can anyone help me with a schematic and/or a repro of a an instruction
book/manual?

Also, any comments on using it? Good/ bad/indifferent?

Ron W0OIZ

------------------------------

Date: Fri, 5 Dec 1997 06:10:17 -0800 (PST)
From: w7ni@teleport.com (Stan Griffiths)
To: metzd@CFW.COM
Cc: boatanchors@theporch.com
Subject: Re: transformer question
Message-ID: <199712051410.GAA08020@smtp3.teleport.com>

>At the risk of asking too basic of a question.......
>
>        I will shortly be making a power supply for a BC1004.  I recently
>finished junking a TEK511 scope.(Sorry guys, it was really a junker)  This
>has a nice main transformer to say the least. No problem to get the 6.3v
>supply. My question is the B+. This transformer seems to have two identical
>center tapped windings that are 275v from each side to the CT. So my
>question is : I don't know the miliamp capacity of each winding but being
>equal output, could one parallel these secondaries to gain the current
>rating of each?  I have connected secondaries in series to add the voltage
>but sort of wondered if I am treading on voodoo electronics to parallel them
>for current capacity? My curiosity is wondering if they would be out of
>phase and burn it up---Quickly!
>
>In advance, thanks for any advice.
>
>73's dave

Hi Dave,

I've used a few salvaged Tek transformers over the years in various ways.
Tek does not hesitate to parallel primaries or series them to achieve either
110 or 220 operation.  In these cases, the primaries are designed to be
alike so paralleling them does not result in current flow from one primary
into the other.  I can't say that the same care was taken to make both the
windings you speak of on the 511 power transformer secondary enought alike
to parallel them without problems.  And yes, if you try to parallel them,
they could be in phase or 180 degrees out and you definitely want them in
phase.  To get the phasing right, I would connect one wire from each winding
together and measure the AC between the other two leads.  If it is 550
volts, they are out of phase and you had better not connect those two wires!
If it is near 0 volts, they are in phase and it MAY be OK to connect them.
You could try it with the primary on a Variac and turned down to just a few
volts and monitor AC current flow from one secondary into the other.  There
should be very little and hopefully none.

It may work and that is how I would test it to see.  Good luck.

Stan  w7ni@teleport.com

PS  For the benefit of those who suspect I may have scrapped a few Tek
scopes to get transformers from them in the early days, I must confess that
Tek sold rejected power transformers to employees at a fraction of their
cost and I bought  several of them over the years for two or three bucks
each.  Generally, they were rejected because something went wrong with the
turns counter during the winding process and the output voltages were off a
bit.  No good for production scopes and way too hard to recycle back to
copper and iron.  I used them for things like screen and bias supplies for
813 amps.


------------------------------

Date: Fri, 05 Dec 1997 07:53:44 -0700
From: "Herbert M. Rosenthal" <herbrose@lobo.net>
To: BoatAnchors <boatanchors@theporch.com>
Subject: RE: Counterfeit R390A Paint
Message-ID: <34881575.42B2@lobo.net>

It was my experience that they were all painted with INVISIBLE
PAINT..all the way around and top and bottom! Knobs, dials, the whole
thing.

Sherwin-Williams used to carry it..at least that's where we used to buy
it..it was their #007. I believe they stopped carrying it when some kids
found out about it, and started doing all sorts of pranks in
school..like painting the door to the girls' room..

If you are able to find any (in some small town) to paint your radio, be
careful not to get any on your hands or face; it might raise some
consternation at the dinner table. I think the only remover for this
type of paint was found to be a solution of camel dung, so it might be a
toss up as to how badly you wanted to remove it :-).

Apply in thin coats; you will be able to tell by observation when there
is enough paint applied. Of course, for the best effect, it will be
necessary to remove the fill-paint in the engraving. If you don't the
radio looks weird, as the lettering appears to be floating.

We issued special glasses for the user to wear, so he could operate the
equipment after it was painted. I have no idea where these may be
obtained now. You might try some of the surplus stores in Northern
Virginia.

'We cover the world', I think was their motto.
Herb Rosenthal W5AN

------------------------------

Date: Fri, 5 Dec 1997 10:00:41 -0500 (EST)
From: Nick England <nick@cs.unc.edu>
To: boatanchors@theporch.com
Subject: manuals, parts, gear, resources
Message-ID: <199712051500.KAA26593@altair.cs.unc.edu>


I maintain a Boatanchors Frequently Asked Questions (FAQ) Web site at:
http://www.cs.unc.edu/~nick/rrab.faq.txt

You can find info on re-furbing boatanchors, pointers to more web
resources, lists of manual/tube/gear suppliers, and more.
Please send me any additions or corrections.

73 & Have Fun,
Nick England  KD4CPL  nick@cs.unc.edu 	Univ. Of North Carolina
http://www.cs.unc.edu/~nick 		Chapel Hill NC

.

------------------------------

Date: Fri, 5 Dec 1997 09:35:57 -0500
From: don merz <71333.144@compuserve.com>
To: boatanchors@theporch.com
Subject: FS: Handbooks, BC-654, PRC-6
Message-ID: <199712050939_MC2-2AD8-E99C@compuserve.com>

 For Sale & Wanted

 CONTACT: Don Merz, N3RHT: 47 Hazel Drive, Pittsburgh, PA 15228.
          412-234-8819 (weekdays, EST or leave a message anytime). 
          71333.144@compuserve.com

  1931 ARRL Handbook. Cover and spine worn. Slight tear in cover where it
    meets spine. Some writing on cover. $45 PPD
  1936 ARRL Handbook. Cover worn and written on. Otherwise good. $45 PPD
  Gonset Super 12 shortwave converter. AM radio converter runs on 12vdc.
    This is a second-generation design that is supposed to be a high 
    performance converter (though I have not tested this one). Case is
    scratched all over but the front panel and chrome are excellent. Complete.
    Original. With original manual. $52
  Military PRC-6 walkie-talkies (2 to sell). These are Korean-war era, single
    channel crystal controlled FM walkie talkies that are the sucessor to the 
    famous WWII BC-611 set. Frequency coverage is 46-54mc. Neat history-in-
    your-hands with these radios. All original and in excellent looking 
    condition. The rubber covers that go over the mouthpieces and earpieces 
    are gone but that doesn't affect the look or operation of these sets. 
    Untested. Complete with (dead) original batteries. $49 each.
  Military BC-654 transmitter/receiver in excellent condition. The case has 
    been sprayed black on the outside but a quick spray of olive drab should 
    get it right. It also has an unoriginal connector installed (in the 
    original hole) for power input. But I have the original connector 
    (included) and this mod can be reversed with no after-effects. Complete. 
    Untested. All original except as noted. Beautiful front panel. $180
  Military J-48 key used with BC-654 above. Rare accessory even though it is 
    nothing more than a J-38 key in an olive drab metal shell. $105
  Military pilot's survival radio?. Not sure on this one and the tag has been
    ripped off. It is about 3" wide by 1.5" deep and 6" tall excluding the 
    attached whip antenna which extends out to about 3 feet. Painted olive
    drab. Good condition. $19


------------------------------

Date: 05 Dec 1997 09:25:16 -0600
From: "A. B. Bonds" <ab@vuse.vanderbilt.edu>
To: boatanchors@sco.theporch.com
Subject: Re: Tube Testers-Use for Dud Tubes
Message-ID: <1997Dec05.092519-0600@spike.vuse.vanderbilt.edu>

In <199712050009.AAA19410@punt1.hw.ac.uk>, Bill Jarvis wrote:
>I found this ILLEGAL use for dud tubes in The Boys' Book of Dangerous
>Experiments:
>
>If tube had a magnesium getter (therefore well "silvered" on inside of
>glass), wrap cooking foil over "top" end and earth it. Connect Tesla
>coil output to all pins together. (Tesla coils are sold nowadays as
>"Holiday Detectors" for finding invisibly small cracks in vacuum ware,
>in paintwork on oil pipelines and suchlike - or can easily be made using
>an ignition coil.)
>
>X-rays will be emitted from top of tube through the Al foil. They
>recommend x-raying a frozen fish rather than one's self; and wearing a
>lead apron.
>
Absolutely true.  This same scheme was described in "The Amateur
Scientist" (next to the chapter about making your own nuclear pile).
I built one (using an Oudin coil and an 01A) and it worked.  You can
use ordinary photographic film.  My next step was to get a Korean War
surplus Picker field X-Ray machine (Hawkeye, where are you?).  Still
have it, including the spare tube and .. about a gallon of pyranol.

Maybe I can get the dog to bury it.

				A. B. Bonds


------------------------------

Date: Fri, 05 Dec 1997 09:28:39 -0600
From: David Meitzen <dmeitzen@champion.aclic.com>
To: boatanchors@theporch.com
Subject: Need Help
Message-ID: <34881DA7.40FB@aclic.com>

My father Edward Meitzen was a ham in mid 30's to 40's. I am trying to
discover his call. Anyone recommend how I can fine his call? I don't
know the district.
Thanks
Dave

------------------------------

Date: Fri, 5 Dec 1997 10:18:24 -0600
From: Frank Scutch-EFS003 <Frank_Scutch-EFS003@email.mot.com>
To: boatanchors@theporch.com
Subject: Bias Mod for CE100V?
Message-ID: <"Macintosh */PRMD=MOT/ADMD=MOT/C=US/"@MHS>

Hello BA'ers:

For some time I've wanted to add some type of power supply bias adjustment 
to my CE 100V.  Does anyone have instructions for any type of bias mod?  
I've looked over the schematic of the 200V for some ideas however I don't 
think it would be easy to modify my 100V adding pots to control both the 
driver and final bias voltages based on the 200V design.  In Dennis 
Petrich's old article in ER about the 100V he notes that he added a bias mod.
  Like much of the other BA equipment, I thinking this must be some type of 
pot to gnd on the back side of the diode used as the bias rectifier.  I 
wondering if any CE100V owners out there have any documentation on this?

Frank, W4FMS
efs003@email.mot.com

------------------------------

Date: Fri, 5 Dec 1997 10:18:56 -0600
From: Frank Scutch-EFS003 <Frank_Scutch-EFS003@email.mot.com>
To: boatanchors@theporch.com
Subject: HP 410B Update
Message-ID: <"Macintosh */PRMD=MOT/ADMD=MOT/C=US/"@MHS>

Many thanks to all those who responded to my request for help with the AC 
probe in the 410B VTVM.  As it turned out, it was a bad 2-01C tube.  The old 
tube showed filiment continuity and the probe did have the required 5 volts 
filiment voltage for the diode however the filiment would not light.  

The new tube works great and the probe heats up slightly just like it's 
supposed to. I did try the EA-53 which I believe is the successor to the 
2-01C however I had a hard time fitting the probe back together as the EA-53 
is just a bit bigger.  Both of these tubes are expensive little buggers but 
well worth it as I use the my 410 for just about all my restoration projects.
  Thanks again.

Regards

Frank, W4FMS

------------------------------

Date: Fri, 5 Dec 97 09:52:57 EST
From: jkh@lexis-nexis.com (John Heck)
To: boatanchors@theporch.com
Subject: Ebay Offering Alert
Message-ID: <9712051452.AA01444@beans.lexis-nexis.com>

ALERT! ALERT! ALERT!

There is an S-38(smooth black 6 tube) at auction at ebay. It is item 2492391. The
bidding is still low at only **$150.00**. 10 eager souls have kept the lines hot while
they position themselves to be the lucky owner of this rare mid-forties, entry level
little receiver! This nice little S-38 still even has all its knobs, and is hardly
scratched up at all, and still has its back and bottom(Which is more than I can say
for myself and I'm from 1946, too. I got *plenty* of bottom but not a lotta back
anymore). Get in on the fun at ebay!

------------------------------

Date: Fri, 5 Dec 1997 09:12:34 -0800 (PST)
From: w7ni@teleport.com (Stan Griffiths)
To: Boatanchors@theporch.com
Subject: Tubetesters
Message-ID: <199712051712.JAA17979@mail1.teleport.com>

I was one of the guys who stated that Tek did not use tube testers
routinely. If Tek had anything like a tube tester except a type 570 or two,
I never saw it in 26+ years of working there.

I STILL don't have a tube tester in my shop and I recently bought an entire
estate with one in it.  I could have essentially kept it for free but I
chose to sell it instead.

I believe in the substitution method but there are some difficulties in that
method, too.  First, you really have to have a pretty good idea of how a
particular circuit works to know if it is working right or not.  Since I
specialize in Tek scopes and I don't get into a lot of other circuits I am
not very familiar with, I can pretty much tell when a circuit is working or
not.  I have generally seen it before.

I have a rather large (a few thousand) tube collection for use in Tek scopes
that I fix up.  Some of the tubes are NIB, NOS, pulls, salvaged from
scrapped gear, etc.  When I pull a tube out of stock, I really do not know
if it is good or not so I generally pull 3 or 4 out stock.  If I have doubts
about a circuit and I try a different tube in it and if I see different
circuit performance, I generally conclude that at least one of the tubes is
bad.  If both were good, they should perform the same, at least that has
been my experience.  Both COULD be bad, however, with different faults which
is why I have taken more than one out of stock.  If I get two that perform
the same, it is a good bet they are both good, but still not guarenteed.
Couple the fact that I have two tubes performing identally with my
familiarity with the circuit, and I generally feel good that I have solved
the problem.  Sometimes, I will try yet a couple more tubes, just to be
sure.  Of course, you have to have a lot of tubes to be able to do this.  If
I tried to fix every kind of boatanchor in the world using this method, I
would need another warehouse and a large fortune just to have the necessary
tubes available.

I keep marginal tubes also and sometimes classify them according to what is
wrong with them.  Cathode interface is a common tube problem in certain
scope vertical amplifiers but tubes that won't work in a vertical amp will
often work in trigger ciruits, sweep circuits, or power supplies.  In the
good old days at Tek, tubes were cheap and plentiful so we just tossed any
that were marginal or questionable for any reason.

Just another opinion . . .

Stan  w7ni@teleport.com


------------------------------

Date: Fri, 5 Dec 97 11:15:01 CST
From: listown@jackatak.theporch.com (Mail List Owner)
To: boatanchors@sco.theporch.com
Subject: ADMINISTRIVIA: Using The Archives
Message-ID: <199712051715.LAA20784@jackatak.theporch.com>

Gang-

This periodic post is designed to help everyone gain more value from
their boatanchors subscription.

SAVE THIS FILE FOR FUTURE REFERENCE!!!!!

Often I receive an email request, or I read on the list, of someone
who is aware there is an archive available with some special files
with special information that is of a more permenant nature than a
post to the list, but who is unaware of how to retrieve these gems.

In the archives, there are cross-reference tables for Tubes, Military
Equipment Nomenclature, suggestions for restorations and modifications
to our beloved fire bottle rigs, and some wonderful stories of real
adventures and the people involved.

These files may be accessed by email... quickly and easily.

Step One:
   send an email (leave the subject blank, or, if your mailer
        requires a subject, type a single character, like "a" in
        the subject box) to:
listproc@sco.theporch.com

Step Two:
   in the body type:
index boatanchors

Step Three:
   after checking out the index for files of interest, and finding
        the one or more you want to have sent to you, send another
        email to:
listproc@sco.theporch.com

   and, in the body, type:
get boatanchors file.name

        where you substitute the name of the file from the index
        for "file.name"

This should get you off to a good start. If you encounter any problems,
please let me know at the address below.
--
73
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Archiver/Owner - - -
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose"

------------------------------

Date: Fri, 5 Dec 1997 12:16:22 -0500 (EST)
From: "Roberta J. Barmore" <rbarmore@indy.net>
To: BA <boatanchors@sco.ThePorch.com>, glowbugs <glowbugs@www.atl.org>
Subject: Testing 01As in a Hickock
Message-ID: <Pine.SUN.3.96.971205120315.4409B-100000@indy3>


Hi, Gang!

   A little problem has cropped up, trying to check out some condition
unknown 01As and (oh, the horror!) I haven't got a listing of settings for
'em for the Hickok 533A.  Settings from a 535, 600A, or 605A will do, they
all used the same roll-chart.  (Frustrating, between two roll charts, a
"supplement" and the official obsolete tube listing, there's no mention of
01A I can find!)

   The project at hand (and cause of my correspondence being so laggard,
apologies to eveyone I owe private e-mail) is the construction of a
breadboard TNT rig.  Got the bug pretty bad when folks were talking about
the AWA contest.  (May not make that'n, have to work overnight tonight and
it usually messes up the weekend).  Why a TNT and not a Hartley?  Well, I
built Hartleys 20+ years ago; never tried a TNT.  Will it work?  I dunno. 
I do have one '10 (thanks, Tom Adams!) but the use of 15 9V batteries for
the B supply makes an 01A a better choice.  (It's also a little easier to
light them up!)  Almost borrowed a shoulderless '45 (the "S" envelope) 
from the old RCA Radiola but thought better of it; if anything happened it
would be difficult to replace exactly. 

   ...Hoping the Pilot staright-line-frequency variable condenser will
work all right; the only other 500pF condensers on hand are modern Johnson
types, long and skinny and a little too new-looking for the project!

   73,
   --Bobbi


------------------------------

Date: Fri, 5 Dec 1997 09:25:05 -0800 (PST)
From: Ken Gordon <keng@uidaho.edu>
To: boatanchors@sco.theporch.com
Subject: Cleaning Info...
Message-ID: <Pine.BSF.3.95.971205092155.12595F-100000@piobaire.mines.uidaho.edu>

Well, I did it.  I traded for the VERY dirty HQ-110C. So now (although I
know this has been mentioned here before), how do I THOROUGHLY clean this
pig withOUT having to take it apart or without damaging the lenses (clock,
s-meter, dials).  I am dis-inclined to take the hose to it.  All the IF
cans have at least ONE open hole into them.

I am sure others have had this problem.

Collective wisdom? Archives? FAQ? Etc.? Suggestions?

Ken W7EKB


------------------------------

Date: Fri, 05 Dec 1997 12:42:41 -0800
From: Bob Moretz <kiec@bluenet.net>
To: boatanchors@theporch.com
Subject: Hickok Settings 01A
Message-ID: <34886740.4480DFCA@bluenet.net>

5.0 JR32000 48 32 P4 725


------------------------------

Date: Fri, 5 Dec 1997 12:41:28 -0500
From: "Andy Howard, WA4KCY" <sweetbay@compuserve.com>
To: "LIST, POST BOATANCHORS" <BOATANCHORS@theporch.com>,
        "LIST, POST VINTAGE RADIO" <vintage-radio@qth.net>,
Subject: R-388 For Sale
Message-ID: <199712051242_MC2-2AD5-F837@compuserve.com>


Recently I posted a for sale listing for a BC-610 and R-388. The BC-610 i=
s
sold but the person who wanted the R-388 decided differently.

The R-388 is again for sale. The owner is Doyce Lee. His telephone number=

is 770-832-0420. The receiver is located in Carrollton, Georgia.

I am not associated with this sale. I am only posting this as a favor to
those who might want this receiver.

Thanks and 73,

Andy, WA4KCY

------------------------------

Date: Fri, 5 Dec 1997 13:00:32 -0500 (EST)
From: Nick England <nick@cs.unc.edu>
To: boatanchors@theporch.com
Subject: Greensboro NC hamfest BA gathering
Message-ID: <199712051800.NAA27189@altair.cs.unc.edu>


If you're going to be at the Greensboro NC hamfest tomorrow Dec 6,
look for a boatanchorite gathering in the right rear corner of the
building about 11 AM. We'll hold up a yellow banner with "BOATANCHORS"
written on it. Chance to meet some of your fellow boatanchorites
and tell 'em about the KW-1 you just bought for $43.00 :-)

Nick KD4CPL, wearing his usual "Mr. Heathkit" cap
.


------------------------------

Date: Fri, 5 Dec 1997 12:40:24 -0600 (CST)
From: Norm Flasch <flasch@cushy.ece.nwu.edu>
To: boatanchors@sco.theporch.com (ba)
Subject: New Fair Radio Catalogue
Message-ID: <199712051840.MAA05554@cushy.ece.nwu.edu>


I just received the latest Fair Radio Catalogue and there are some
items of BA interest.  BC-459A Command Transmitter (7.0 - 9.1 Mhz)
"UNUSED in original box".  $85.00.  BC-456A Modulator also unused
in original box available as well as used DM-33 dyno's.

Also available is a RU-18 Receiver Set with many extras (coil sets,
control, junction boxes and dyno).  These too are UNUSED in original
crates (98 lbs) for $450.00.

There are other items as well.  Just in time for Christmas... 
This is a very tempting catalogue.

-- 
Norm Flasch          flasch@ece.nwu.edu            Northwestern University 
             Electrical and Computer Engineering

------------------------------

Date: Fri, 05 Dec 1997 13:47:02 -0500
From: Jim Lockwood <jmlckwd@mindspring.com>
To: boatanchors@theporch.com
Subject: Free to a good home:  "B" batteries
Message-ID: <3.0.32.19971205130041.006c21a8@pop.mindspring.com>

Gang,

I have a couple of old, unused (but thoroughly dead) Everready 67 1/2 Volt
batteries here.    Before I just toss them out, does anyone want/need them
for display purposes to go with an old tube type battery portable radio?

One battery is an Eveready #416.  It is about 4" tall, maybe 1 1/8" wide,
and maybe 1" deep.

The other battery is an Eveready #477.  It is about 6" tall, maybe 2" wide,
and maybe 1" deep.

The lucky recipient of these will also get some "period correct" Eveready
Energizer carbon-zinc 1.5 Volt C cells, 6 in all and equal in deadness to
the "B" batteries above.  OH, one other important point:  None of these are
leaking or corroded in anyway.  At worst, they show shelf wear.

Now don't push and shove.  The line forms right over here.    Rules of Ware
apply.   Take your best shot at telling me (with a straight face) why you
want perfectly dead batteries for your collection.   

73,

Jim - K4CCF
(formerly KM6NK, WA4KOO, WN4KOO)

Looking for original QSL cards from K4CCF

------------------------------

Date: Fri, 5 Dec 1997 12:54:32 -0600
From: bill@skeeter.bvc.frco.com (William Hawkins)
To: boatanchors@theporch.com, kiec@bluenet.net
Subject: Re: Hickok Settings 01A
Message-ID: <9712051854.AA28662@skeeter.bvc.frco.com>

>From: Bob Moretz <kiec@bluenet.net>
>
>5.0 JR32000 48 32 P4 725

Excuse me for quoting the whole thing, but that's gotta be
a record for the shortest useful BA posting.

Regards,
Bill Hawkins

------------------------------

Date: Fri, 05 Dec 97 14:50:14 -0800
From: philip mccoy <dgnova@erols.com>
To: boatanchors@sco.theporch.com
Subject: Re 38233
Message-ID: <199712051901.OAA27102@smtp3.erols.com>

dual triode used in the RU series receivers.  RCA number 1642

heater voltage 6.3v
heater current 0.6a
grid voltage -16.5v
plate voltage 250v
plate current 0.008a
amp factor  10.5
rp 8000 ohms
pin out
pin 1 and 7 filament
pin 2 cathode no 2
pin 3 plate no 2
pin 4 gride no 1
pin 5 plate no 1
pin 6 cachode no 1
grid cap grid no 2

philip mccoy dgnova@erols.com





------------------------------

Date: Fri, 5 Dec 1997 11:01:54 -0800 (PST)
From: "Tom R. Rice" <tomrice@netcom.com>
To: boatanchors@sco.theporch.com (boatanchors list)
Subject: Re: Tube Testers-Use for Dud Tubes
Message-ID: <199712051901.LAA04056@netcom6.netcom.com>

> 
> I found this ILLEGAL use for dud tubes in The Boys' Book of Dangerous
> Experiments:

	What makes this ILLEGAL?  Is there some specific law
	or regulation prohibiting the amateur production of
	X-rays?  If so, I must be a criminal, indeed, as I've
	been doing it for years.  Still do, as a matter of fact.

	Es lebe Roentgen!

	73 de WB6BYH     


-- 
"Start off every day with a smile and get it over with."  --W.C.Fields
Tom R. Rice  
tomrice@netcom.com     

------------------------------

Date: Fri, 5 Dec 1997 13:29:27 -0500
From: BEN NOCK <G4BXD@compuserve.com>
To: Multiple recipients of l <boatanchors@sco.theporch.com>
Subject: Xmas sale, must make room !
Message-ID: <199712051329_MC2-2ADE-732E@compuserve.com>

Bird In-Line Power meter TS-2609A
10/100w............................ 30.00 UKP

PRC 6/6 Test set, with tools....... 30.00 UKP

WS No 88, with handset/aerial...... 30.00 UKP

RT-3 (GRC-109 tx).................. 90.00 UKP

Key, Aircraft signalling, as used =

in Spit/Hurrs etc.................. 50.00 UKP

all plus postage.

Ben G4BXD.=

------------------------------

Date: Fri, 5 Dec 1997 14:27:53 -0500 (EST)
From: Bill Strangfeld <bstrang@iac.net>
To: Norm Flasch <flasch@cushy.ece.nwu.edu>
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: New Fair
Message-ID: <Pine.SUN.3.93.971205142410.4583A-100000@crystal.iac.net>

On Fri, 5 Dec 1997, Norm Flasch wrote:

> I just received the latest Fair Radio Catalogue and there are some
> items of BA interest.  BC-459A Command Transmitter (7.0 - 9.1 Mhz)
> "UNUSED in original box".  $85.00.  BC-456A Modulator also unused

The BC-459 and BC-456 sets were all sold when I called Fair yesterday. 
They told me the command set pieces came from the shop of a surplus dealer
who died in the early 70s but whose shop wasn't sold off till recently. 

Bill Strangfeld
bstrang@iac.net



------------------------------

End of BOATANCHORS Digest 1815
******************************

>From ???@??? Sat Dec 06 10:51:29 1997
Message-Id: <199712060047.SAA04253@sco.theporch.com>
Date: Fri,  5 Dec 1997 18:47:55 CST
Subject: BOATANCHORS digest 1816

			    BOATANCHORS Digest 1816

Topics covered in this issue include:

  1) WTB TV-7D
	by "Freeberg, Scott (STP)" <scott.freeberg@guidant.com>
  2) Re: New Fair Radio Catalogue
	by Richard Loken <richardlo@devax.admin.athabascau.ca>
  3) Re what is RU-18
	by philip mccoy <dgnova@erols.com>
  4) Re: Ebay Offering Alert
	by "Richard A. George" <wa6jox@rain.org>
  5) Mystery Globe king/Schematic neeeded
	by "W6WUH  Larry" <rau@wco.com>
  6) Re: Ebay Offering Alert
	by Jeffrey Herman <jeffreyh@hawaii.edu>
  7) Lamps and Spectacles
	by "W6WUH  Larry" <rau@wco.com>
  8) hro coils
	by Kevin Pease <hamradio@mm1001.theporch.com>
  9) RE: Counterfeit R390A Paint
	by Roy Morgan <morgan@speckle.ncsl.nist.gov>
 10) FS  BC-375E and accessories
	by John Russo <jprusso@acsu.buffalo.edu>
 11) Re: Lamps and Spectacles
	by "A. B. Bonds" <ab@vuse.vanderbilt.edu>
 12) Re: Homebrew PC transistors  
	by Bill Jarvis <B.H.Jarvis@hw.ac.uk>
 13) Home made transistors
	by Bill Jarvis <B.H.Jarvis@hw.ac.uk>
 14) HISTORY OF R390A
	by Terry Muncey <Terry@electrosys.com>
 15) Re: Happy Holidays - Electronic Version of ER Index FREE! It's
  here!
	by Keith Heitzmann <kk5fe@communique.net>
 16) US Signal Corps in WW2: a little light holiday reading
	by Richard Loken <richardlo@devax.admin.athabascau.ca>
 17) FS: NC-240D receivers
	by "Chuck O'Neal" <coneal@ultranet.com>
 18) R-390 BCB PROBLEMS
	by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING)
 19) TUBE TESTERS
	by JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING)
 20) Snazzy URL...
	by Ken Gordon <keng@uidaho.edu>
 21) Re: US Signal Corps in WW2: a little light holiday reading
	by Lenox Carruth <carruth@swbell.net>
 22) Don't spray the HQ's
	by "Allan Fritsche" <fritsche@classic.msn.com>
 23) Re: Cleaning Info...
	by "Jim Zellmer" <zellmer@raccoon.com>
 24) Need a few 6HS6 tubes.
	by lrm-brm@juno.com
 25) FS: HP 3400A RMS VoltMeter
	by "Allan Fritsche" <fritsche@classic.msn.com>
 26) Dial Accuracy SX-101MKIII
	by "Allan Fritsche" <fritsche@classic.msn.com>
 27) Re: Home made transistors
	by Ed Tanton <n4xy@bellsouth.net>

----------------------------------------------------------------------

Date: Fri, 5 Dec 1997 13:31:10 -0600
From: "Freeberg, Scott (STP)" <scott.freeberg@guidant.com>
To: "'Boatanchors@theporch'" <boatanchors@sco.theporch.com>
Subject: WTB TV-7D
Message-ID: <21B46CBD022AD1118F0500805F15A0681ED23B@STPMSX05.stp.guidant.com>

Want to buy TV-7D tube tester in good shape and operating condition. 

Thanks,  

Scott WA9WFA, St. Paul Minn
If there are any MIME problems or attachments, they are unintentional.
I am trying to resolve it.


Attachment Converted: "c:\eudora32\Attach\winmail20.dat"

------------------------------

Date: Fri, 05 Dec 1997 12:44:16 -0700 (MST)
From: Richard Loken <richardlo@devax.admin.athabascau.ca>
To: Norm Flasch <flasch@cushy.ece.nwu.edu>
Cc: Old Tube Radios <boatanchors@theporch.com>,
        ~richardlo@devax.admin.athabascau.ca
Subject: Re: New Fair Radio Catalogue
Message-ID: 
 <Pine.PMDF.3.95.971205122713.541300995A-100000@devax.admin.athabascau.ca>

On Fri, 5 Dec 1997, Norm Flasch wrote:

> I just received the latest Fair Radio Catalogue and there are some

> Also available is a RU-18 Receiver Set with many extras (coil sets,
> control, junction boxes and dyno).  These too are UNUSED in original
> crates (98 lbs) for $450.00.

Tongue firmly in cheek mode:

I am tempted to call them and order one, and then I too can be on the list
of listmembers whining about how messy their divorce is. :)

So while I am thinking of shelling out the price (landed at my door, it would
cost about CDN$120.00 for shipping) of a Primo Drake TR7 with all filters and
accessories for an unused 100lb RU-18 receiver, I must ask the following
questions:

  1. WHAT ON EARTH IS AN RU-18?
  2. Where do they find this stuff?  (how does Fair purchase their stock)
  3. How long had my very used 1951 R390 been sitting on their shelves before
     I bought it and what has it been doing since the US Army sold it?

Obviously a good part of Fair's stock comes from Govt surplus sales but I can't
assume all of it does.  Like their collection of Video disc players and movies,
dead Commodore 64 parts etc. etc.  If a BC348 shows up there this week, did 
it come from a Government dispersal sale?  I would think the US government has
dispursed all their BC348's by now...

Interesting company is Fair Radio Sales.
---
   Richard Loken VE6BSV, Systems Programmer - VMS  
   Athabasca University
   Athabasca, Alberta Canada
   ** richardlo@admin.athabascau.ca **


------------------------------

Date: Fri, 05 Dec 97 15:48:36 -0800
From: philip mccoy <dgnova@erols.com>
To: boatanchors@sco.theporch.com
Subject: Re what is RU-18
Message-ID: <199712052000.PAA08654@smtp3.erols.com>

The RU-18 is the 18th of the RU series sets. They were the pre-SCR-27N and
US Navy command sets. They are straight receivers, with tracking BFO. Plug
in coils. If I were you I would take of Fair's offer. If you want more info
e-mail me.

Philip McCoy dgnova@erols.com




------------------------------

Date: Fri, 5 Dec 1997 11:58:38 -0800 (PST)
From: "Richard A. George" <wa6jox@rain.org>
To: John Heck <jkh@lexis-nexis.com>
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Ebay Offering Alert
Message-ID: <Pine.SUN.3.96.971205115657.12767A-100000@coyote.rain.org>

$150,00 for a s-38 and still bidding,guess i will stay away from ebay.

On Fri, 5 Dec 1997, John Heck wrote:

> ALERT! ALERT! ALERT!
> 
> There is an S-38(smooth black 6 tube) at auction at ebay. It is item 2492391. The
> bidding is still low at only **$150.00**. 10 eager souls have kept the lines hot while
> they position themselves to be the lucky owner


------------------------------

Date: Fri, 5 Dec 1997 11:55:31 -0800
From: "W6WUH  Larry" <rau@wco.com>
To: <N2BC@ibm.net>
Cc: "boatanchors" <boatanchors@theporch.com>
Subject: Mystery Globe king/Schematic neeeded
Message-ID: <199712051957.LAA05927@shell.wco.com>

Bill.. about your globe king with no model number with the push-pull
paralell 6L6's in the modulator

...I just got some info in the mail from WB6FZH  greg in Hawaii..probably
from Moore's Transmitter book 
( which I don't own).  

It shows the first globe king model , shown as made 1947-49... using those
tubes . the other tubes in the audio line up are 6SJ7,6C5, and 6F6... while
the rf line up is shown as 7C5 ( a loctal)  and 2E26 driving a pair of
V-70-D's.  with link coupled output. 

Now some of the Historical stuff about WRL/ Globe as a company is sort of
"half right"... but this is lots more than I knew about  the hardware...

Now... what i assume is Moore's book...lists this transmitter as covering
80-6 meters...
* Can you confirm this ?  
*  Is the tube line up in your rig as listed above  ( plus 866's, 5Z3 and
83 rectifiers ? )

This is the precursor to the first Globe King 400.. reportedly sold as a
kit mid ';47 through '49...and superceded by the 400 in '49 sometime...

if the serial numbers follow the pattern of the globe champs...they contain
a date code.

Hope you find a schematic...or draw one.. if you do.. I would gladly pay
for a copy.

Larry W6WUH






------------------------------

Date: Fri, 5 Dec 1997 10:13:19 -1000
From: Jeffrey Herman <jeffreyh@hawaii.edu>
To: <boatanchors@theporch.com>
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Ebay Offering Alert
Message-ID: <Pine.GSO.3.95q.971205101002.12173B-100000@uhunix5>

I thought the consensus was to keep auctions, ebay or otherwise,
off the list. (We've been plagued with these ebay auction notices
on rec.radio.swap.)
Jeff KH2PZ (custodian of the rec.radio.swap FAQ/charter)


------------------------------

Date: Fri, 5 Dec 1997 12:25:36 -0800
From: "W6WUH  Larry" <rau@wco.com>
To: "boatanchors" <boatanchors@theporch.com>
Subject: Lamps and Spectacles
Message-ID: <199712052027.MAA17421@shell.wco.com>

Adjustable bench lamp with magnifier.. AMEN !

Also...I have a ceramic socket on the cieling above my bench ( dumb
luck)..and I put an outdoor reflector type bulb in it
75 or 100 watts...this gives REALLY GOOD illumination for radio
work...without the annoying shadows you get with ordinary bulbs... maybe a
little warm in summer but a half twist cures that ... sure welcome in
winter !

Now.. dare I mention this... what puts all old radio men "out of business"
is losing thier eyesight.

I just turned 50.. and a few years ago I found I was having trouble even
with my " reading" glasses, when i worked on radios.

I have astigmatism..and am near sighted... like a lot of folks...

What I did was have my optometrist make me a special pair of glasses for
radio work...  they have  a lot more magnification than usual...and have
the correction for astigmatism which is critical for depth perception and
equalization of the 2 eye balls in push pull...

My radio glasses were designed specificaly for the distance I typically am
working on a radio on the bench...which is about  (I'm guessing)   12- 24
inches.... now I admitt.. stuff on the other side of the bench ( like tools
) is a blurr... but I can see what I am working on very well indeed, and 
without eyestrain.. and without having to put a clumsy interfering
magnifying glass in front of my face   ( though sometimes i have used
both...it is rare to have to do it).

I simply can't tell you how much easier working on belly up radios is with
my "radio glasses".. and I think things which I would have missed
otherwise...I can see now...like those nasty little pieces of leads that
get trimmed off and get lost in the radio somewhere.

P.S.  this works for anyone with "normal" vision..no need to be half
blind.. i'm not.

Larry W6WUH









------------------------------

Date: Fri, 5 Dec 1997 14:41:34 -0600 (CST)
From: Kevin Pease <hamradio@mm1001.theporch.com>
To: boatanchors mailing list <theporch.com!boatanchors@mm1001.theporch.com>
Subject: hro coils
Message-ID: <Pine.LNX.3.95.971205143012.2689B-100000@mm1001.theporch.com>


I have an AA coil for an HRO. It is lite grey and has a frequency chart on
the face. I am useing it in an HRO-60 and much to my surprise it does work
but as one might expect it is single conversion. I have no need for this
coil. I do however need an E coil for the HRO-50 or 60 and posibly the
HRO-7 could also work.

Does any one want to trade before I convert it int an E coil so that I can
BCB with the HRO-60 ?

I also have a CX coil that someone converted to 15 meters which is neat. I
don't want to convert it to An E coile since I can use it.

I would like a plastic dial for 15 meters but I can make one of those If I
need to.

It is interesting that I have always been told that the coils 14 mhz and
up wouldn't work in the hro-60 but with the dual conversion switch that
goes through the hole in the back of the coil shield the any hro-60 coil
will work in the hro-60. One just doesn't get the dual conversion.


Kevin Pease
WB0JZG
Mount Juliet, TN.


------------------------------

Date: Fri, 05 Dec 1997 15:38:17 -0500
From: Roy Morgan <morgan@speckle.ncsl.nist.gov>
To: "Herbert M. Rosenthal" <herbrose@lobo.net>, boatanchors@theporch.com
Subject: RE: Counterfeit R390A Paint
Message-ID: <3.0.32.19971205153816.00ab49f0@speckle.ncsl.nist.gov>

>From: "Herbert M. Rosenthal" <herbrose@lobo.net> 
...
>It was my experience that they were all painted with INVISIBLE
>PAINT..all the way around and top and bottom! Knobs, dials, the whole
>thing.
 ...
>
>We issued special glasses for the user to wear, so he could operate the
>equipment after it was painted. 

A TRUE Story:

I was stationed at Naval Air Station South Weymouth in Massachusetts.  A
concrete pedestal about 5 feet tall had been installed just inside the main
gate an A-4 aircraft for display.  Only the big bolts stuck up out of the
top of the concrete post, awaiting the actual aircraft.  As soon as the
Secretary of Defense mentioned in public the until-then secret word
"STEALTH", someone posted a sign:

   A-4 Aircraft with Stealth Modification.


Keep em Glowing!
Roy, K1LKY since 1959

-- Roy Morgan/Building 820, Room 562/Gaithersburg  MD 20899
National Institute of Standards and Technology
301-975-3254 Fax: 301-948-6213  morgan@speckle.ncsl.nist.gov --

------------------------------

Date: Fri, 05 Dec 1997 15:49:43 -0500
From: John Russo <jprusso@acsu.buffalo.edu>
To: boatanchors@theporch.com
Subject: FS  BC-375E and accessories
Message-ID: <348868E7.23F8CAFC@acsu.buffalo.edu>

I have a new in the box BC-375E  WW-II  CW/AM transmitter, with two
dynomotors, three tuning units, shock mount and original manual   for
sale.

I do not have the cables for the dynomotors.

    I am looking for $285 for the above package plus shipping .  trades
also considered

I also have the hard to find tubes for the transmitter. (not incl with
package)

I prefer pickup (Western NY) but shipping can be arranged .. (heavy
stuff) ..

If interested please send e-mail directly to me.

    jprusso@acsu.buffalo.edu

    John Russo   KF2JQ


------------------------------

Date: 05 Dec 1997 14:52:15 -0600
From: "A. B. Bonds" <ab@vuse.vanderbilt.edu>
To: boatanchors@sco.theporch.com
Subject: Re: Lamps and Spectacles
Message-ID: <1997Dec05.145220-0600@spike.vuse.vanderbilt.edu>

In <199712052027.MAA17421@shell.wco.com>, W6WUH  Larry wrote:
>
>Now.. dare I mention this... what puts all old radio men "out of business"
>is losing thier eyesight.
>
>I just turned 50.. and a few years ago I found I was having trouble even
>with my " reading" glasses, when i worked on radios.

>What I did was have my optometrist make me a special pair of glasses for
>radio work... 
>My radio glasses were designed specificaly for the distance I typically am
>working on a radio on the bench.
>
>I simply can't tell you how much easier working on belly up radios is with
>my "radio glasses".. and I think things which I would have missed
>otherwise...I can see now.
>
That's a good solution.

One that is a bit less expensive but nearly as effective is to get a
set of magnifiers that are on a headband and fit in front of your
glasses.  I use the 5x set constantly.  As soon as I sit down at the
bench, I slip it on.  Much easier to solder and trace wires.  About
$20 at Art supply houses, among other places.

			A. B. Bonds


------------------------------

Date: Fri, 05 Dec 1997 21:18:06 +2400
From: Bill Jarvis <B.H.Jarvis@hw.ac.uk>
To: MAB <MAB@delphi.com>
Cc: boatanchors <boatanchors@theporch.com>
Subject: Re: Homebrew PC transistors  
Message-ID: <199712052118.VAA05513@punt1.hw.ac.uk>

On 1997-12-05 MAB@delphi.com said:
 MA>WOW, Bill!  HB Point-contact transistors - tell me more!!  Regards,
 MA>Mike
 MA>%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%%

I'll quote g3hmo's recipe for making point-contact transistors from
microwave diodes (1956?) as soon as I find it.

Basically you add another junction, using a sliver of phosphor-bronze
sliced from a curtain rail. The two junctions are adjusted using trial
and error, then spot-welded using about 4 uF charged to 100 V.

To hold the contacts in place we made a sandwich of 2 slices of perspex,
each about 2 to 3 mm thick, about 1 x 2 inches. Tightened up with 4 BA
nuts and bolts.

At first we used the transistors in grounded-base but soon found
advantages in grounded-emitter.

Which was emitter and which was collector? Suck it and see.

If you have "School Science Review" it's approx March 1956. I have it
somewhere and will quote when found. There is also some theory and a few
circuits inc top band TR.

73 de Bill, gm8apx


Bill, aka maestro@cix.co.uk. Tel/fax/msg [44 or 0] 131 336 4502
GM8APX, qthr     No 6, eh4 6jy     Cave felem          No Rectangulars

Net-Tamer V 1.10  - Registered
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Date: Fri, 05 Dec 1997 21:18:11 +2400
From: Bill Jarvis <B.H.Jarvis@hw.ac.uk>
To: boatanchors <boatanchors@theporch.com>
Subject: Home made transistors
Message-ID: <199712052118.VAA05516@punt1.hw.ac.uk>

I've now found the article; unfortunately there is an awful lot of it.

The author (g3hmo) had articles published in "Wireless World" and "Short
Wave Magazine", both of which are more likely to be found in collectors'
attics:

WW, Jan 1954;     SWM, April and March 1954   (and the article I
originally mentioned: School Science Review, March 1955).

The last mentioned will photograph onto 7 sides of A4 which would then
go into a stamped, self-addressed envelope.

Home-made transistor demonstrated by g3hmo, Oxford (Members' Exhibition
at the AGM of the Assoc for Science Education), Christmas 1953.

Summary: Theory of semiconductors. Circuit for measuring alpha, current
gain, of home-made transistor. Common base AF amplifier. Making the
whiskers from phosphor-bronze wire and producing a sharp point by
electrolysis in caustic potash solution. Drilling a perspex slice to
hold the base, and to enable ajustment of the emitter and collector
points. Forming the collector by discharging 1 to 2 uF at 15 to 30 volts
across it. An audio oscillator using the negative resistance
characteristic of the base circuit.

UN de Bill, gm8apx

Bill, aka maestro@cix.co.uk. Tel/fax/msg [44 or 0] 131 336 4502
GM8APX, qthr     No 6, eh4 6jy     Cave felem          No Rectangulars

Net-Tamer V 1.10  - Registered


------------------------------

Date: Fri, 5 Dec 1997 15:30:47 -0600
From: Terry Muncey <Terry@electrosys.com>
To: "'boatanchors@theporch.com'" <boatanchors@theporch.com>
Subject: HISTORY OF R390A
Message-ID: <c=US%a=_ecs%p=ElectroSys%l=WEBMASTER-971205213047Z-281@webmaster.eletrosys.com>

I am interested in the historical aspects of the R390 series.  Origin,
manufacturers, contract data, numbers manufactured, configurations,
which wars used in and by whom, etc., etc., etc.  I am contemplating
publishing a CD-ROM with the complete history of the R390 series
including all 5 technical manuals, spares, pictures, etc., etc.

Any help with the historical aspects of this radio will be greatly
appreciated and all contributors will be recognized for their
contribution.

Thanks,

Terry Muncey - WB5OAS
Radio Era Archives
2043 Empire Central
Dallas, Texas 75235
(214) 358-5195
Email: tsm@electrosys.com

------------------------------

Date: Fri, 05 Dec 1997 15:44:49 -0600
From: Keith Heitzmann <kk5fe@communique.net>
To: "Don Buska" <d.buska@aaiate.com>
Cc: boatanchors@theporch.com, BOATANCHORS@LISTSERV.TEMPE.GOV
Subject: Re: Happy Holidays - Electronic Version of ER Index FREE! It's
  here!
Message-ID: <3.0.3.32.19971205154449.006adf44@mail.communique.net>

Hi Don and the Group,

I put Don's ER Index on my web page. Its a text document, so you can use
your browser's "find" function to locate things.

Hats off to Don for putting this together for us!

Take care,
Keith  KK5FE

__________________________________________
                          --- AMI# 837 ---
---------- Visit my Vintage Radio Web Site -------------
------- http://www.communique.net/~kk5fe ------------
Collector of tube radio's and vintage fishing equipment
____________________________________________

------------------------------

Date: Fri, 05 Dec 1997 14:47:58 -0700 (MST)
From: Richard Loken <richardlo@devax.admin.athabascau.ca>
To: boatanchors <boatanchors@sco.theporch.com>
Subject: US Signal Corps in WW2: a little light holiday reading
Message-ID: 
 <Pine.PMDF.3.95.971205143711.541300995B-100000@devax.admin.athabascau.ca>

A coworker from the University library here handed me a note written on the
back of a cast off library catalogue card (all that is computerized you know)
and I was surprised to find the card refers to a book on the Signal Corps so I
went and had a look I did.  The card sez:

	D 769.36.T325

		Terratt, Dulany.  The Signal Corps: the emergancy...

This is part of a 20 odd volume set on the US Army in WWII and there are two
500 page volumes on the Signal Corps.  Volume one is the one cited  above and
starts of with a short history including signal towers in the Civil War and
carrier pigeons including a picture of the pigeon pens at Ft Mamouth and much
much more.  Volume two includes a good bit on radar sets with some pictures.

If you are by the public library you might have a look.  As for me, I took back
a book on the Canadian campaign in Italy (my uncle drove a tank there and would
never speak of it) - what an incredibly miserable time they had!
---
   Richard Loken VE6BSV, Systems Programmer - VMS  
   Athabasca University
   Athabasca, Alberta Canada
   ** richardlo@admin.athabascau.ca **


------------------------------

Date: Fri, 5 Dec 1997 17:04:09 -0500
From: "Chuck O'Neal" <coneal@ultranet.com>
To: "'BA SWAPLIST POST'" <baswaplist@foothill.net>,
        "'Boatanchors  post - qth.net'" <boatanchors@qth.net>,
Subject: FS: NC-240D receivers
Message-ID: <01BD019F.D0DFD600@d150.b64.cmb.ma.ultra.net>

This is another project that I'll never get to.  I have three NC-240D's, and one
matching speaker for the receivers. 2 of these receivers can be cleaned up
to at least very good condition.  They are all rather dirty but they all
work !!  One has been totally recapped (very good clean job) already.  (As a
side note, the recapped one doesn't work any better or worse than one of
the all original ones!) One of them is the rack mount version which I had 
targeted as a "parts" radio. All the parts are there, all original knobs,
cosmetics, those "art deco" feet, ect.  Manual copy to go with them  Here's
the deal: All three with the matching speaker for.....$250....but pick up only
or will meet someone within 100 miles of Boston.  These are heavy radios!
...particularly three of them!
Once fixed up...these are really great sounding radios...P-P 6V6's in the 
output, bandspread on 80-40-20-10 meters, general coverage 500KC to 
30 MC...pretty cool looking...

73,
Chuck...K1KW

------------------------------

Date: Fri,  5 Dec 1997 17:29:19 -0500 (EST)
From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING)
To: boatanchors@theporch.com
Subject: R-390 BCB PROBLEMS
Message-ID: <9712051729.aa08570@pcusa01.ecunet.org>

To: boatanchors@theporch.com

> >  My National NC-183D and Hammar SP-600 had this problem (6BA6 rf, 6BA6
 > rf, >  6BE6 1st mixer) in spades but the National's less expensive, less
 > `deluxe' >  brother, the simpler NC-125 (6SG7 rf, 6SB7Y mixer) does not.
 > >  
 > so you mean these above types would have problems tuning ham bands
 > when in a high strength broadcast band signal area? that puts a
 > different light on the HROs.
 > it seems crazy to me too      to have 2 rf amps. when tuning the
 > broadcast band you can imagine how large a voltage 2 stages want to
 > deliver with an input signal of 0.1- to maybe 1 volt !!!!!!
 > i wonder if you could just disable the first rf or replace it with
 > what??

The 2 rf amps are there to give more front end selectivity.  These sets
were originally single conversion designs so that was done to improve image
rejection.  2 rf stages remained even after they became dual conversion
designs.

The downside of this design is problems of overload.  I traced a persistant
& strange overload problem in my NC-183D to the 2nd mixer, never did have
the patience (or smarts) to figure out if it was a design problem or bad
component, don't have the radio any more.

 -John Sehring (Fri, Dec  5, 1997 11:45 am MT @Baker, Montana) UCC WB2EQG





 -John Sehring (Fri, Dec  5, 1997 11:51 am MT @Baker, Montana) UCC WB2EQG

------------------------------

Date: Fri,  5 Dec 1997 17:29:18 -0500 (EST)
From: JOHN_SEHRING.parti@ecunet.org (JOHN SEHRING)
To: boatanchors@theporch.com
Subject: TUBE TESTERS
Message-ID: <9712051729.aa08555@pcusa01.ecunet.org>

I use my B-K 700 & Heath TT-1 tt's primarily to spot bad tubes in a batch.

I look mostly for shorts & grid current.

(On the `quality' test, I suspect only tubes that read very low; these are
both mutual conductance type tt's.)

Grid current can come from:  1) contamination of the grid by material from
the cathode; when the grid gets hot enuf, it acts like a cathode & emits
electrons, drawing grid current & making the grid more positive that it
should be, upsetting the normal grid bias; 2) gas present in the tube can
allow some positive gas ions (electrons from the cathode generate the ions)
to reach the grid where they steal electrons, again drawing grid current;
3) just plain leakage of some sort to the grid from another element.

The 700 lets you see the grid current resulting from as little as 100 megs
of leakage.  You can readjust the grid current test calibration to the
equiv. of anywhere from 20 to 100 megs full scale.  This test will show as
little as 2 uA of grid current.  The TT-1 uses the same kind of ct to do
this.

Essentially, it's like a high impedance VTVM measurement at the tested
tube's grid.  The tt ties the grid of its measuring (& metered) tube to the
grid of the tube being tested.  They both share the same grid resistance of
about 6 megs.  If grid current flows in to the tube being tested, it'll
show up on the measuring tube's grid and meter too.

Shorts up to 1 meg lite the short indicator & over 1 meg of short shows up
on the meter on the 700.

No, a tt does not give the whole story, just one part of the picture.  It's
best to understand exactly what your tt can and cannot do.

And yes, substitution with a known good tube is the end of the story.  But,
`good' is a very relative term, `good' meaning that *particular* tube works
ok in that *particular* piece of equipment, never mind if the equipment is
working exactly on spec in all ways or not.

 -John Sehring (Fri, Dec  5, 1997 10:57 am MT @Baker, Montana) UCC WB2EQG

------------------------------

Date: Fri, 5 Dec 1997 15:03:16 -0800 (PST)
From: Ken Gordon <keng@uidaho.edu>
To: boatanchors@sco.theporch.com
Subject: Snazzy URL...
Message-ID: <Pine.BSF.3.95.971205150044.16553A-100000@piobaire.mines.uidaho.edu>

You might want to take a look at the following URL:

http://user.tninet.se/~acz732k/index.htm

This fellow, Harry, has some of the neatest circuits I have seen in a long
time.

Enjoy.

Ken W7EKB


------------------------------

Date: Fri, 05 Dec 1997 17:44:11 -0600
From: Lenox Carruth <carruth@swbell.net>
To: richardlo@devax.admin.athabascau.ca
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: US Signal Corps in WW2: a little light holiday reading
Message-ID: <348891CB.1572@swbell.net>

Actually, there are three volumes in the Signal Corps part of the
history.  They are:
   The Signal Corps: The Emergency
   The Signal Corps: The Test
   The Signal Corps: The Outcome

They are all available from the U.S. Government Printing Office.  They
have an online catalog that lists all of their WW-II pooks, etc. as well
as everything else you can get from them.  Their URL is:

   http://www.access.gpo.gov/su_docs


Richard Loken wrote: 
> A coworker from the University library here handed me a note written on the
> back of a cast off library catalogue card  and I was surprised to find the card refers to a book on the Signal Corps so I went and had a look I did.  The card sez: 
>         D 769.36.T325 
>                 Terratt, Dulany.  The Signal Corps: the emergancy... 
> This is part of a 20 odd volume set on the US Army in WWII and there are two
> 500 page volumes on the Signal Corps.

-- 

Lenox

--------------------------------------------------------------------------------
Lenox Carruth, Jr.               carruth@swbell.net               
Dallas, Texas
Collector of WW-II Communications Equipment and Memorabilia

Wanted:  TCS-14 Transmitter,  TBX,  BD-71,  Sextant
--------------------------------------------------------------------------------


------------------------------

Date: Fri, 5 Dec 97 23:58:40 UT
From: "Allan Fritsche" <fritsche@classic.msn.com>
To: boatanchors@theporch.com
Subject: Don't spray the HQ's
Message-ID: <UPMAIL03.199712052359010706@classic.msn.com>

Hello Gang, While i'm an advocate of spraying chassis with windex and then 
blasting with a water hose I would not recommend this with a 
Hammarlund of the late series.i.e. HQ's
The coils are so cheaply made and the heat from the tubes will have
distorted the coil forms so bad that if you are lucky, you might be able to 
adjust them a little before tearing out the paper coil forms.
But once stuck, they are stuck, ie no backing out.
The paper forms are bad enought, but the slug material must have come
from the cheapest manufactuer in the world. It withstands very little
torque before splitting and once cracked in the form, forget that also..

Now it sounds like I don't like the HQ's, indeed I do like them.
Just wish there was a cheap way to replace all the coils and you guys
know that can not happen.
PS, Silicon Spray won't help

Your Friend Al
fritsche@classic.msn.com
KD5CML


------------------------------

Date: Fri, 5 Dec 1997 17:35:33 -0600
From: "Jim Zellmer" <zellmer@raccoon.com>
To: "Ken Gordon" <keng@uidaho.edu>, <boatanchors@sco.theporch.com>
Subject: Re: Cleaning Info...
Message-ID: <199712060251.UAA06457@slip1.raccoon.com>

I bought a HQ-180 a couple of years ago that was like this.  I took the
chassis out of
the cabinet and went to work with light soap and warm water in a squirt
bottle.
I would skirt a small area and hit it with a tooth brush.  The radio was
covered with a 
nicotine dirt film.  In the smaller areas I used a hemostat and a cotton
cloth and quiw 
tips.  I found that It was hard to get to the tuning dials with out taking
the front clear
off.  So I took the front off from the Chassis.  The tuning dials cleaned
up nicely with
warm water and a cotton cloth. If I remember right, the ink on the clock
face is water
soluable.  so be careful in that area.  I just cleaned around the perimeter
of the dial
with Que Tips and water, and maybe a little alcohol.  It took me a couple
of weeks
to get it all do, but the radio turned out beautiful and works good too.  I
the radio does
not have stock knobs, but what is there works ok for me.

There is a picture of it on my home page at
	<http://www.heartlandia.com/personal/ka0vsl>

----------
> From: Ken Gordon <keng@uidaho.edu>
> To: boatanchors@sco.theporch.com
> Subject: Cleaning Info...
> Date: Friday, 1997 December, 05 11:25 AM
> 
> Well, I did it.  I traded for the VERY dirty HQ-110C. So now (although I
> know this has been mentioned here before), how do I THOROUGHLY clean this
> pig withOUT having to take it apart or without damaging the lenses
(clock,
> s-meter, dials).  I am dis-inclined to take the hose to it.  All the IF
> cans have at least ONE open hole into them.
> 
> I am sure others have had this problem.
> 
> Collective wisdom? Archives? FAQ? Etc.? Suggestions?
> 
> Ken W7EKB
> 
> 

------------------------------

Date: Fri, 05 Dec 1997 19:19:20 EST
From: lrm-brm@juno.com
To: boatanchors@theporch.com
Subject: Need a few 6HS6 tubes.
Message-ID: <19971205.181713.4439.0.lrm-brm@juno.com>

anybody have one or two  available for a reasonable price? larry

------------------------------

Date: Sat, 6 Dec 97 00:23:20 UT
From: "Allan Fritsche" <fritsche@classic.msn.com>
To: boatanchors@theporch.com
Subject: FS: HP 3400A RMS VoltMeter
Message-ID: <UPMAIL03.199712060034480128@classic.msn.com>

Hey Gang, does anyone have a burning desire for the above.. Comes with the 
original HP manual... And It works great..
30 dinaros plus shipping on 5 pounds.
The meter alone would cost you 50.
Let me Know
Al
fritsche@msn.classic.msn.com
KD5CML


------------------------------

Date: Sat, 6 Dec 97 00:15:22 UT
From: "Allan Fritsche" <fritsche@classic.msn.com>
To: boatanchors@theporch.com
Subject: Dial Accuracy SX-101MKIII
Message-ID: <UPMAIL03.199712060034460925@classic.msn.com>

Hey guys, I always knew the dial accuracy on the old SX-101 was pretty
good, but I just centered it on 7.100 MC on a cold start and it hit perfect
on 7.200. even after about 10 minutes at 50 degrees ambient.
This is important to me as Iam a Tech - Plus and the Novice code band is
7.1 to 7.150. Also the HT-32 is very stable after about 10 minutes .
i.e. Calibrate with the SX-101 on .5 bandwidth and it will not drifft at all.
Maybe I have a match made in Heaven.....
This surely means that this matched set is worth at least 1,000.00.
Anyone with a lot of money and sweet memories are do I just keep it.
Just kidding folks

Your Friend Al
fritsche@classic.msn.com


------------------------------

Date: Fri, 05 Dec 1997 19:43:29 -0500
From: Ed Tanton <n4xy@bellsouth.net>
To: B.H.Jarvis@hw.ac.uk
Cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Home made transistors
Message-ID: <3.0.1.32.19971205194329.00aafc70@mail.atl.bellsouth.net>

I have a relatively home-made transistor: it is a puck of red plastic about
1 inch in diameter and 1/2 inch high, having 3 stranded hookup wire leads
coming out of it. No markings of any kind, although it was molded, not just
a lump of epoxy-or whatever. Figure it was somebody's in-house make for
what I have no idea. Found in large box of surplus "stuff/junque" in my
mispent youth, and checks OK, as germanium.

73    
__________________________________________________________
Ed Tanton   N4XY		             EMAIL: n4xy@bellsouth.net   
189 Pioneer Trail
Marietta, GA  30068-3466	       TEL: (770)579-3933 V/MBX/FAX
__________________________________________________________
INTERESTS:   QRP     BoatAnchors   Test Equipment     Photography
CW: 99.9%             Mercury Paddle # 0214          QRP to 150W: 95%
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
"Think you can, think you can't: either way you're right!"      Henry Ford
~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~~
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